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Two side coated GC1 board with high bulkiness, whiteness, and brightness to answer the demand of premium graphical

art & packaging application. It provides excellent ink absorbency and aesthetically pleasing shade to be suitable for
commercial advertising display.

DOUBLE COATING Min 20 gsm Blade

FILLER LAYER BCTMP
BACK LAYER NBKP + LBKP
COATING Min 20 gsm

205+ 3% 260+ 10 10.2+04 22 42 2.2 4.1
230+ 3% 315+ 10 124 +04 32 69 3.2 6.8
240 + 3% 325+10 128+04 39 75 3.8 7.4
250 + 3% 335+ 10 13.2+0.4 51 93 5.0 9.2
260 + 3% 350+ 10 13.8+0.4 54 102 53 10.1
270 + 3% 370+ 10 14.6 + 0.4 60 110 5.9 10.9
285+ 3% 410+10 16.1 + 0.4 78 140 77 13.8
310+ 3% 460 + 10 18.1+04 111 199 11.0 19.6
340 + 3% 510+ 10 20.1+04 145 356 14.3 253
395+ 3% 610+ 10 240+04 195 362 19.3 357

Tolerance for Stiffness : + 10%

PROPERTY SHEETING PROCESS
Moisture Content % 6.1+1.0 Size Deviation mm 0- +2.0
T 412 OM-02
Roughness Top/Back (um) MAX1.7 Squareness mm Max 2.0
T5550m-04
Brightness Top/Back % 920 +2
150 2470 -1977 (E) APPLICATIONS
GLOSS 75 Top/Back % Min 50.0 Luxury packaging, name cards, greeting cards
T 40 om - 05 calendar, boook covers, etc.
Internal Bond Strength g/m?  Min 120
SCOTTT 569 pm - 00 PRINTING METHOD
Water Absorption Top/Back g/m* 40 +15 Offset, Letterpress, Flexo
T441 om-04 * : :
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